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DESCRIPTION
naturaLED® Barn Yard fixtures are an 

excellent replacement for the traditional HID 

Barn Yard fixtures. They offer great energy 

savings while delivering brilliant illumination 

quality. naturaLED® Barn Yard fixtures 

feature a Dusk to Dawn sensor built-in and 

is IP65 Rated with an optional 16-inch 

extension arm.

DLC standard

IP65 Rated

ETL Listed

Built-in Photocell

Material: Polycarbonate

Optional: 16” extension arm

Net Weight: 1.5-lbs

Input line voltage: 120-277V

Power Factor: >0.9

CRI:80

Input Current (A): 0.22

Surge protect level: 1KV

Voltage Frequency: 50/60Hz

Operating temperature: -22˚F-131˚F

50,000 hours rated average life
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FEATURES

EXAMPLE: LED-FXSECSD25/40K

FX

Category

FX  Fixtures

25

Wattage

25  25-Watts

Ordering Information

LED

 

LED

WARRANTY
5 Year Warranty

APPLICATIONS
•

•

•

•

•

•

•
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SECSD

Style

SECSD    Security Dusk to Dawn

40K

Color Temp

40K   4000K

Photocell Sensor build-in

Optional 16-inch
Extension Arm Available

IP
65

ACCESSORY
Extension Arm• Alleyways

LED Parking Lot Lights

LED Security Lights

Pole Barn Lighting

Street Lighting

Area Lighting

Driveway Lights



BARN LIGHT (SECSD)
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ORDERING

7790 LED-FXSECSD25/40K 4000K25 2,250 80 100˚ 50,000 S

*P= Premium DLC / *S = Standard DLC 

Ordering
Code Description

Color
Temp (K)

Lumens
(lm) CRI

Beam
Angle

Rated
Hrs

IP65
Rated

DLC
(S/P)

Watts
(W)

• •

ETL

SOLD SEPARATELY

MOUNTING / ACCESSORIES

Extenson Arm

• P10054 MT-DEA16

Dusk to Dawn 16” Extension 
Arm Pole

SPECIFICATIONS 

25 Watt
Weight: 1.50-lbs

Side

32
6m

m
(1

2.
84

 in
)

192mm(7.6 in)

106mm
(4.17 in)

326mm(12.84 in)

192mm(7.6 in)

PHOTOMETRICS CHART

25 Watt
DLC Standard

PACKAGE
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