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Desconecte la alimentación antes de la instalación. Vista de despiece del conjunto completo con indicación de componentes. 1, 2, 3, etc.
Débranchez l'alimentation avant l'installation. Vue en éclaté de l'assemblage complet, avec le nom des composants. 1, 2, 3, etc.

Disconnect the power before installation. Exploded view of completed assembly with component call out. 1, 2, 3, etc.
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Slip Fitter (P10366) 2.5’’ inner Diameter
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Slip Fitter

8 inch Pole Mount (P10365)
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 AC input wire  

Locking bolt

90°

Wiring Diagram
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If need to connect dimming wires, please also use the connector to connect "Dim +"(purple) to "Dim +"(purple), "Dim -"(gray) 
to "Dim -"(gray).

Installation Surface
electrical drill

Ø10

Step 2 . Mark the fixing holes locations on the wall with Yoke
bracket, then drill the hole in 10mm diameter with an electric
drill.

Step 1 . Loosen the screws on both sides of the bracket with a
wrench, adjust Yoke bracket's angle to keep parallel with its
installation surface.

installation surface

hammer

expansion bolt

Step 3 : Knock the two expansion bolts(not included) into 
wall with ahammer.

Step 4: Install the Yoke bracket
to the wall with expansion screw by
tightening the nut with a wrench.
Connecting fixture AC input wire to
L N G, then make waterproof
processing to joints, put wires into
junction box.

Note: The adjustable angel range is 0-180 °.
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