
For best reception, 
install antenna on 
the base or left/
right sides to  
reduce line of  
sight obstacles

Power button

Plug internal 
transformer  
cord into side 
receptacle

Smart Control Timer  

Control your lights from  
anywhere. 
Compact and easy to install, the Smart Control Timer works 
with the Kichler Connects™ app – allowing homeowners to  
utilize and control one of our preset lighting schedules or  
create custom schedules.

Plus, the Smart Control Timer’s unique external antenna  
allows for long-range connectivity and control by extending  
the signal range from the transformer enclosure, supporting 
strong performance in more applications. 

INSTALLATION AS EASY AS…

PLUG IT IN

Plug the Smart Control Timer into the 
transformer and download the Kichler 
Connects app. Make sure Wi-Fi and 
Bluetooth® are turned on and you are 
in range of the router.

OPEN THE APP

Open the Kichler Connects app and 
select “Auto Scan” to add a device  
or hit the (+) button and add it  
manually. Enter your Wi-Fi password 
by selecting the 2.4GHz channel.

TURN ON LIGHTS

Your device is now ready to use. Tap 
the Power On/Off to control your  
landscape lighting or select from  
preset schedules. You can also ask 
Amazon® Alexa® or Google Home®  
to do it for you.

11 22 33



PRODUCT ORDERING GUIDE

Ordering Guide  
(product number  
breakdown)

1  Item Number for  
Fixture: 

16085

2  Product  
Finish:

BK = Black

Example:  16085 BK 1 6 0 8 5 B K

“Alexa, turn on the landscape lights.”

Let your voice do the work. 

Use voice commands with smart home devices like Amazon® Alexa® 
or Google Home® to tell your landscape lighting to turn on or off.

Kichler.com/Kichler-Connects

Kichler Connects App features

Create custom schedules to fit your needs or select  
from preset schedules to align with the daylight  
savings hours and the changing seasons.

Voice control via Amazon® Alexa® or Google Home®  
lets you tell your landscape lighting to turn on or off.

On-board memory to control your lights even if the  
Wi-Fi connection is interrupted.

Usage share lets multiple family members share  
control of the lighting.

Smart Control Timer features

External antenna increases range of signal outside  
of the enclosure.

Easy installation plugs directly into the transformer.  
Ideal for use indoors or in outdoor enclosures.

Kichler Connects app digitally controls the Smart  
Control Timer and is available for iOS® and Android™.

Bluetooth and Wi-Fi allows for local or  
cloud-based control.



DIMENSIONS

Smart Control Timer Additional Specs

SPECIFICATIONS

Network Connectivity

Wi-Fi 802.11b, 2.4GHz and Bluetooth® 5 connections.  
External antenna for enhanced range performance.

Integrations

Compatible with Amazon® Alexa® and Google Home® devices for 
voice control. 

Kichler Connects App

Available for iOS® and Android™.

Input

Input  120VAC 60Hz
Output 120VAC 60Hz 15A

Environmental

Location Use  Indoor use and outdoor  
enclosure; covered double 
gang outlet receptacle

Operation Ambient Temperature -25°C - 40°C 

Mechanical & Housing Specification

Diameter/Height 2.27"W x 2.25"L x 3.94"H
Housing Material  ABS
Housing Color & Surface BK - Black 
Weight 0.25lb

FIXTURE ATTRIBUTES

Wire

Usable antenna wire length 10.75"

Included Accessories

1 Male threaded portion of the antenna and 1 nylon knock-out 
gasket.

KICHLER TRANSFORMERS

Contractor Series Plus Series Professional Series

15CS150SS 15PL75AZT 15PR75SS

15CS300SS 15PL100AZT 15PR100SS

15CS600SS 15PL200AZT 15PR200SS

15PL300AZT 15PR300SS

15PL600AZT 15PR600SS

15PR900SS

15PR1200SS

COMPATIBLE ACCESSORIES

Download the app

 Kichler Connects™



TROUBLE SHOOTING 

Full User Manual  For detailed instructions on creating custom schedules, setting up rooms, connecting  
multiple Smart Control Timers, and more, visit Kichler.com/Kichler-Connects and look  
for the downloadable PDF.

Quick Start App Guide  For a quick tutorial on getting started with the Kichler Connects app, visit  
Kichler.com/Quick-Start-Guide.

LISTING
Automatic Electrical Controls - Part 1: General Requirements 
[UL 60730-1:2016 Ed.5]

Automatic Electrical Controls - Part 1: General Requirements 
[CSA E60730-1:2015 Ed.5+A1]

FCC CFR Title 47 Part 15 Subpart C

ADVANCED PRODUCT SOLUTIONS  
(APS) & LAYOUT TEAM

Have installation issues or a product and location inquiry? We have you covered.  
Our APS team can provide you with technical guidance and professionally  
designed landscape lighting layouts free of charge. 

Visit Kichler.com/APS, reach out to us at layouts@kichler.com,  
or by phone Monday - Friday, 8:00 am to 6:30 pm EST,  
at 844-KICHLER (844-542-4537) to get started.

Smart Control Timer 16085BK

WARRANTY
Backed by our 5 year limited warranty.  
Visit Kichler.com/Warranty for details.
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Learn more at Kichler.com/Kichler-Connects Connect with us @KichlerLandscape


