
Project Type Date
Part# Comments

Indoor LED Ribbon - 24V
3W/Ft 9.84W/Meter

• 90 CRI - High colour rendering
• Colour consistency within 2 Macadam Steps
• 3M Industrial Adhesive tape pre-installed
• Dimmable with compatible power supply
• 50,000hrs rated Life
• 5 Year Limited Warranty
• ETL approved for Canada and USA.

EV3-IN-16-24V-2700 2700K - 16'

EV3-IN-16-24V-3000 3000K - 16'

EV3-IN-16-24V-3400 3400K - 16'

EV3-IN-16-24V-4100 4100K - 16'

EV3-IN-100-24V-3000 3000K - 100'

H8W0 Butt connector clip SLC-002 Surface Mount

H8W1 Power feed clip style SLC-007 Angled Mount

H8W2-3W 6" Joiner Connector SLC-001 Shallow Recessed

STC1 Ribbon-to-Ribbon
connector SLC-003 Deep Recessed

EV-CON AC to DC Converter SLC-402 Deep Surface

SLC-037T Closet Rod SLC-012 Drywall Recessed

6-5608 Goring St Burnaby, BC, Canada 1-888-739-3555 jaret@axite.ca

Available for sale at www.evolt.ca

Features

Part Numbers

Indoor LED Ribbon Tape with Adhesive. The lastest in LED chip technology.

Accessories

238 Lumens/ft

254 Lumens/ft

265 Lumens/ft

284 Lumens/ft

254 Lumens/ft
Mounting Extrusions (more available)


