
(165mm)
6 1/2"7"

(178mm)

1 5/8"
(41mm)

(57mm)
2 1/4" Dia.

7"
(178 mm)

1 5/8"
(41mm)

(57mm)
2 1/4" 

2 1/4" Dia.
(57mm)

(41mm)
1 5/8"

4 3/4"
(121mm)

4 1/4"
(108mm)

1 5/8"
(41mm)

4 3/4"
(121mm)

2 1/4" 
(57mm)

Shown with ‘A’ Cap
in Black Wrinkle (BLW) finish

*Delta Star with MR16 Halogen source is only available in aluminum and brass. See page 303 for Catalog ordering information.

MATERIAL*

MR16 HalogenAdjust-e-Lume®
(BKSSL®)

Power Supplies

Options

Mounting

FOR USE WITH

l DELTA STAR™
DS

Power Supplies

Options

Mounting

FOR USE WITH

‘A/D’ Cap ‘B/E’ Cap

“I love this fixture because...it gives me maximum flexibility! I can dim to get to the 

exact light balance on a project (sometimes I want a brighter background, other 

times I want a dimmer background). The ability to dim allows me to compose the 

scene like a painting, from on the ground instead of up in a tree. The interchangeable 

optics are another great feature, in case I get caught out, or when the plant material 

grows and I need a more open beam.”

Linda Lees, Lightstudio Inc., BKU Fall 2012
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